I. SEALERS AND PORE-SEALERS
2.VARNISHES

a. Polyurethane

b. Urethane

c. Water-based
3.PROTECTIVETREATMENTS

4. DECORATIVE WOODSTAINS

a. Protective bases
b. Finishes




WOOD

SEALERS AND PORE-SEALERS

EXTRA SEALER - Cod.4004

Synthetic sealing preparation with good wetting of the surface. High filling capacity, excellent

brushability and coverage.
DILUTION/CLEANING DRY TO THE TOUCH APPLICATION TOOLS
Synthetic thinner, 1st and 3-4h at 20°C, sanding Brush, roller and airless
2nd coat at 5-10% after 20h spray gun
REPAINTING YIELD COLOUR/FINISH
/) Min.: 24h at 20°C 8-12 m*/I and layer White/Matte

Ferroiuz *

s

WATER-BASED SEALER - Cod.4005

Water-based sealer with good wetting of the surface. High filling capacity, excellent brushability

and coverage.
DILUTION/CLEANING DRY TO THE TOUCH APPLICATION TOOLS
Water, 1st and 2nd coat 2h at 20°C, sanding Brush, roller and airless
at 5-10% after 24h spray gun
A REPAINTING YIELD COLOUR/FINISH
Min.: 4h at 20°C 8-12 m*/1 and layer White/Semi-matte

Comc

NITRO PORE-SEALER - cod.1010

Transparent nitrocellulose base for wood. Seals the surface of the wood, preventing undesired snags
and lifted sections. Easy to sand, achieving a smooth and even surface. Apply 100-130 g/m® in one or

two coats.
DILUTION/CLEANING DRY TO THE TOUCH APPLICATION TOOL
Thinner Solvent 30 min. at 20°C Brush, roller and airless
10-20% spray gun

A REPAINTING YIELD COLOUR
Min.: 3h at 20°C 8-9 m*/ly capa Colourless
0,75L 4L

Ferroiuz *




VARNISHES

Polyurethane

SINGLE-COMPONENT POLYURETHANE - Cod.1009

Highly scratch-resistant single-component polyurethane varnish. ldeal for parquet and cork floor. Catalysed
by the ambient humidity. The wood treated acquires a glazed appearance. Ideal for the counter at pubs,

shops, etc.
DILUTION/CLEANING DRY TO THE TOUCH APPLICATION TOOLS
Thinner Solvent, 1st and 2-3hat 20°C Brush, roller and airless

2nd coat at 5-10% spray gun

REPAINTING YIELD FINISH . £ 51 4
Min.: 8h at 20°C 10 m%/1 Gloss FEI‘I’BIIJZ §

POLYURETHANE 2 C - c0d.1071/1072/1074

Two-component polyurethane varnish, aliphatic. Does not tum yellowish. Presents great elasticity and
hardness once dry. High scratch, abrasion and wear resistance. [Aliphatic catalyst B-N]

Mixing proportion by volume: 4:1

DILUTION/CLEANING @ DRY TO THE TOUCH e APPLICATION TOOLS

Special thinner 2-3hat 20°C Brush, roller and airless A
polyurethanes spray gun ! i
Ferrgz *
REPAINTING YIELD FINISH fore
Min.: 24h Max.: 3 days 10-12 m¥/1 Gloss, satin and matte
(1243)
15L
Gloss
Satin
Matte

Urethane

SYNTHETIC - cod.1002/1003/1005

Vamish formulated with urethane alkyd resins which provide a hard, water- and abrasion-resistant film. Use
especially aimed at the field of decoration and carpentry.

DILUTION/CLEANING DRY TO THETOUCH APPLICATION TOOLS
Synthetic thinner, 1st and 3-4h at 20°C Brush, roller and airless
2nd coat at 5-10% spray gun
A REPAINTING @ YIELD @ FINISH ’- )
Min.: 10h at 20°C 10-12 m¥/I Gloss, satin and matte Fintgeas
Ferrowz *
Brillante
Satinado

Mate




WOOD

SPECIAL EXTERIORS - Cod.1008

Transparent varnish made of oleo-synthetic resin and products which absorb ultraviolet radiation. ldeal
for all kinds of exterior woods where maximum weather resistance is needed, especially in high moun-
tainous regions. High elasticity and high shine.

Contains sun filter.

0 DILUTION/CLEANING DRY TO THE TOUCH APPLICATIONTOOLS
Synthetic thinner, 1st and 2-3hat20°C Brush, roller and airless spray gun
2nd coat at 5-10%

REPAINTING YIELD FINSIH
Min.: Bha 20°C 10-12 m*/l Gloss

0,75L 4L

WOODEN FLOORS - Co0d.1007/1013/1015

Synthetic urethane varnish with high shock and abrasion resistance. Good hardness and flexibility.

DILUTION/CLEANING DRY TO THE TOUCH APPLICATION TOOLS

Synthetic thinner, 1st and 2h at 20°C, sanding Brush, roller and airless spray gun

2nd coat at 5-10% after 24h

M REPAINTING YIELD FINISH
Min.: 8h at 20°C 8-12 m*/|, depending Gloss, satin and matte
fos. 1M 3 on porosity
Ferrouz

Gloss
Satin
Matte

Water-based

WATER-BASED VARNISH - c0d.1063/1065

Water-based base and finishing product to protect all kinds of wood where a finish with excellent
« » elasticity and abrasion resistance is required, as well as a good decorative finish.

APPLICATION TOOLS
Brush, roller and airless spray

0 DILUTION/CLEANING @ DRY TO THE TOUCH
Deionised water 0-5% 1-2h at 20°C

gun - Do not exceed 150 g/m*
per layer

\A REPAINTING YIELD FINISH
Min.: 2-4h at 20°C 8-9 m2/l and layer Satin and matte

without sanding




WATER-BASED FOR FLOORS - cod.1073/1075

Water-based base and finishing product to protect parquet surfaces where a finish with excellent elasticity
and abrasion resistance is required. Recommended for parquet floors for domestic use.

APPLICATION TOOLS-
Brush, roller and airless

DILUTION/CLEANING DRY TO THE TOUCH
Deionised water 0-5% 1-2h at 20°C
spray gun - Do not exceed
150 g/m’ per layer

A REPAINTING YIELD FINISH
Min.: 3-4h at 20°C without 7-8 m2/1and layer Satin y matte

sanding

o

PROTECTIVE TREATMENTS

MULTI-PURPOSE TREATMENT Insecticidal and Fungicidal - Cod.1026

Preventative/curative treatment for woods, especially studied for exterior and interior woods in a humid
environment. Its formula, with a high concentration of insecticide and fungicide, acts in depth on all types
of resinous and hardwoods. Use as a preventative measure on healthy wood, or to cure infected wood. It is
compatible with all types of finish.

. LASUR pROTECTOR

DILUTION/CLEANING DRY TO THE TOUCH APPLICATION TOOLS PARA LA wﬂu
@ Do not dilute / Water @ 30 minutes at 20°C @ Brush, roller and airless EE I 4
spray gun N

REPAINTING YIELD COLOUR/FINISH
Min.: 24h at 20°C @ 3-5m*/I and layer @ Colourless/Matte

XYLAFER HS BASE - Cod.1016

Protective base for wood. Beautifies and protects the wood from atmospheric agents, and
prepares new wood for painting over.

DILUTION/CLEANING DRY TO THE TOUCH APPLICATION TOOLS
Synthetic thinner, 1st and 3-4ha20°C Brush, roller and airless spray gun
2nd coat at 2-5%

r.--’ W REPAINTING YIELD COLOUR/FINISH

? W Min.: 24h at 20°C 10-12 m¥/1 Colourless/Matte




WOOD

DECORATIVE WOODSTAINS

Solvent finishes
XYLAFER HS DISOLVENTE - cod.1018

Solvent-based open-pore woodstain. Indicated in the protection of exterior woods, doors, pergolas,
lattices, street furniture, etc. For interior and exterior use. Product resistant to UV rays.

DILUCION/LIMPIEZA DRY TOTHE TOUCH APPLICATION TOOLS
Al uso / Disolvente 6h at 20°C Brush, roller and airless spray gun
sintético
™ REPAINTING @ YIELD @ COLOUR/FINISH
Pmws PR o) i’ 2
FErﬂ‘JIIJZ Min.: 24h at 20°C 8-10 m¥1 Xylafer Chart/ 1st coat

semi-matte. 2nd coat satin

0,75L 4L

Ty
PROTECTION
Decorative woodstains
which as well as

making the wood more
attractive, protect it from
atmospheric agents




Water based

WATER BASED XYLAFER - Cod.1017

Open water pore lasur with nanoparticles. Indicated for the protection of exterior woods subjected to
extreme conditions. Special for coniferous wood. For doors, pergolas, lattices, street fumiture, wooden
houses or other wooden elements. Exterior-interior use. Water-resistant and UV resistant product.

DILUTION/CLEANING DRY TO THE TOUCH APPLICATION TOOLS 3 l--“SI.I[I PHUTECTDR
Water 30-60 min. at 20°C Brush, roller and airless Wll LA mﬂ“
spray gun ; HER
Ny REPAINTING YIELD COLOR/FINISHING

Min.: 8h at 20°C 10-12m?*/I depen- Xylafer Chart/ 1st coat
ding on surface and semi-matte. 2nd coat satin
type of wood

0,75L 4L

)EZQ NANOTECNOLOGIA

Oils
TECA OIL - Cod.1085

Nutrient oil for the maintenance and protection of outdoor wood. Indicated in tropical and exotic woods such as
teak, iroko, ... Good resistance to atmospheric agents and not husking. UV resistant. Very easy to apply and with
excellent penetration into the wood. Simple maintenance since there is no need to sand or strip.

0 DILUTION/CLEANING @ DRY TO THE TOUCH APPLICATION TOOLS
No diluir / Disolvente 12h at 20°C Brush, roller and airless
Sintéticos spray gun
Ferrowz
{ g:-,. REPAINTING @ YIELD @ COLOR/FINISHING B
E Min.: 24-48h at 20°C 1-2 m¥/I Xylafer Chart/ 1st coat

semi-matte. 2nd coat satin




WOOD

COLOUR CHART

INCOLORO PINO ROBLE CASTANO NOGAL TECA
BLANCO PALISANDRO

*This table shows the approximate colours. The colour which you see may vary depending on the quality of your screen or of the printing. If
you need to know the exact shade of the colour or of the full range, please contact our sales department directly.




HIGH PROTECTION

MULTIADHERENT WATER SEALER
EXCELLENT COVERAGE

SELLADORA
AL AGUA




